
5430/5430 R 

 > 48 1.5/2.0 mL 6 50 mL 2 MTP

 > 30,130 g (17,500 rpm)

 > 12   

 >

 >

 > 5 

 >  50 

 >

 >  Eppendorf QuickLock® 

5430 R 
 >  -11oC  +40oC 

 >  

 >

 > FastTemp pro® 

 > ECO 8  37 %

 

 >  

 5430  5430 R 5430 Eppendorf

PCR 5430  5430 R  15/50 mL 

 Eppendorf QuickLock®  48 1.5/2.0  mL 16  Eppendorf Tubes®  

 (5.0 mL)  (24 1.5/2.0 mL) 5430  5430 R  Eppendorf 

 

5430 230 V/50 – 60 Hz 5427 000 097

5430 230 V/50 – 60 Hz 5427 000 690

5430  FA-45-30-11 230 V/50 – 60 Hz 5427 000 291

5430  FA-45-30-11 230 V/50 – 60 Hz 5427 000 496

5430R 230 V/50 – 60 Hz 5428 000 295

5430R 230 V/50 – 60 Hz 5428 000 694

5430R  FA-45-30-11 230 V/50 – 60 Hz 5428 000 090

5430R  FA-45-30-11 230 V/50 – 60 Hz 5428 000 490



5430/5430R 

FA-45-48-11 

 > 18,210 g (12,700 

rpm)

 > 48 1.5/2.0 mL 

 >

 > Eppendorf QuickLock® 

F-45-48-11 

 > 18,210 g (12,700 

rpm)

 > 48 1.5/2.0 mL 

S-24-11-AT 

 > 16,049 g 

(12,700 rpm)

 >  24 1.5/2.0 mL  

 >  Eppendorf QuickLock® 

 > -

FA-45-16-17 

 > 21,191 g (14,200 

rpm)

 > 16 Eppendorf Tubes® 5.0 

mL 

 >

 > Eppendorf QuickLock® 

 > Eppendorf Tubes® 5.0 mL 

 8  

FA-45-30-11 

 >  20,817 g (14,000 

rpm)

 >  30 1.5/2.0 mL 

 >

 >  PTFE 

 > Eppendorf QuickLock® 

FA-45-24-11-Kit 

 >  19,090 g (13,200 

rpm)

 >  24 x 

 

 >

 > Eppendorf QuickLock® 



F-45-30-11 

 > 20,817 g (14,000 

rpm)

 > 30 1.5/2.0 mL 

 >  PTFE 

FA-45-24-11-HS 

 > 30,130 g (17,500 

rpm)

 > 24 1.5/2.0 mL 

 >

 >

 >  PTFE 

F-35-6-30 

 > 7,745 g (7,830 rpm)

 >  6 15/50 mL  

12 Vacutainer® 

A-2-MTP 

 > 2,204 g (4,680 rpm)

 > 2  MTP 

PCR 

 >

F-45-64-5-PCR 

 > 13,543 g (11,800 

rpm)

 > PCR  64 0.2 

mL PCR 

F-45-18-17-Cryo 

 > 8,324 g (8,900 rpm)

 > 18  Cryovial® 

5430/5430 R 



FA-45-16-17  16 Eppendorf Tubes® 5.0 mL 5427 750 002

 0.2 mL PCR  6 mm  1.5/2.0 mL  6 5425 715 005

 0.5 mL  BD Microtainer®    8 mm  1.5/2.0 mL  6 5425 716 001

FA-45-48-11 5427 754 008

F-45-48-11 5427 755 004

S-24-11-AT 5427 757 007

FA-45-30-11 5427 753 001

FA-45-24-11-Kit 5427 752 005

F-45-30-11 5427 712 003

FA-45-24-11-HS 5427 710 000

F-35-6-30  6  15 mL/50 mL 5427 716 009

A-2-MTP 5427 700 005

F-45-64-5-PCR 5427 714 006

F-45-18-17-Cryo  Cryovials 5427 705 007

 13 mm  (12.2 mm)  50 mm  F-45-18-17-Cryo  6 5702 752 002

 1.5 – 2.0 mL  5.0 mL  4   5820 768 002

 5.0 mL  4   5820 769 009

 HPLC  5.0 mL  4   5820 770 007

 0.4 mL  6 mm  1.5/2.0 mL  6  5425 717 008

 HPLC  1.5 mL  F-45-18-17-Cryo 5427 708 006

6 x 15/50 mL 
3)   x   

RCF

4)

13 mm 12 13 65 – 89 mm 6,443 g 5427 740 007

6,100 g 5427 742 000

13 mm 12 13 90 – 110 mm 7,471 g 5427 741 003

7,129 g 5427 743 006

16 mm 12 16 75 – 105 mm 7,005 g 5427 732 004

16 90 – 105 mm 7,005 g 5427 734 007

17 mm 12 17 90 – 125 mm 7,745 g 5427 735 003

7,403 g 5427 738 002

Eppendorf Tubes® 5.0 mL  17.5 80 mm 6,237 g 5427 746 005

17.5 80 mm 7,129 g 5427 747 001

15 mL 6 17.5 100 – 125 mm 7,540 g 5427 726 004

30 mL 6 26 92 – 112 mm 7,087 g 5427 736 000

50 mL 6 29 95 – 125 mm 7,581 g 5427 737 006

50 mL 6 1) 2) 29.5 100 – 125 mm 7,197 g 5427 727 000

Centriprep® 6 29.5 100 – 125 mm 7,567 g 5427 723 005
1)  3  2 6 x 15/50 mL  2)  50 mL  3)  4) 2 /  

 

  

 

 5424 R 5425 5427 R 5430 5430 R

 RCF 21,130 g 21,300 g 25,000 g 30,130 g 30,130 g

 15,000 rpm 15,060 rpm 16,220 rpm 17,500 rpm 17,500 rpm

 24 1.5/2.0 mL 10 5.0 mL 48 1.5/2.0 mL 48 1.5/2.0 mL 48 1.5/2.0 mL 

6 50 mL 6 50 mL  2 MTP 

 2 MTP

 4 6 9 12 12
1) 15 s 15 s 18 s 14 s 14 s

1) 16 s 15 s 18 s 15 s 15 s

 LCD  LCD  LCD  LCD  LCD

 30  9  59  10   9  59  10  9  59 30   99  30   99 

   59  59 

SOFT   10  -  

 < 48 dB(A)   12  45  < 46 dB(A)  F-45- < 58 dB(A)  F-45- < 54 dB(A) F-45-30-   
FA-45-24-11  dB(A)  < 51  48-11  30-11  11 

 dB(A)  FA-24x2 

 350 W 280 W 550 W 475 W 1,050 W

 29 48 26 cm 24 39 24 cm 31.9 54.0 33 42 25 cm 38 64 29 cm

25.4 cm

 51 cm 48 cm - 56 cm 63 cm

 21 kg 15.6 kg 30 kg 29 kg 56 kg

     

 -10 oC  +40 oC - -11 oC  40 oC - -11 oC  40 oC)

 




